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Knightsbridge nRT-901 OEM System 
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TYPICAL APPLICATIONS 
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KnightsbridgenRT ModuleSpecifications 

Environmentals 
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Radio Transceiver  

Frequency Band  902 MHz ð 928 MHz (ISM Band)  

Transmitter Output  
10 to 30 dBm w/1dB setting 

step  (100 mW to 1 W)  

Receiver Sensitivity  -115 dBm @BER 10-3  

 70 dB @±1 MHz 

Blocking Ratio  75 dB @±2 MHz 

 85 dB @±10 MHz  

Radio Modem  

Modulation Techniques  GMSK ~ 2GFSK ~ 4GFSK  

Radio Link Data Rate  300 kbps  

Media Access Multiplexing 

Method  

Time Division Duplex (TDD) ~ 

Time Division Multiple Access 

(TDMA)  

Data Link Protocols  Tailored ~ OEM -speciþc  

Forward Error Correction  
Trellis Code ~ Reed -Solomon ~ 

OEM-speciþc  

Bluetooth - BLE - Specs  

Frequency Band  2.402 GHz - 2.480 GHz 

Output Power Range  -20 dBm to 3.5 dBm  

Frequency Deviation  250 kHz  

Sensitivity (Max. Receiver 

Gain Setting)  
-95 dBm  

Features and Benefits 
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User Interfaces 
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Mechanical Specs  

Dimensions  
57mm x 36mm x 6.7 mm  

(2.1" x 1.8" x 0.4")  

Weight  42 g (1.45 oz)  

Data and Power Connector  
20-Pin Header Connector  

(2 x 10 sockets)  

Radio Antenna Connector  50 Ý, GSC Type  

Mounting  4 x Mounting Holes  


